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EXISTING DISUSED RAILTRACK

PROPOSED 4000mm
SHARED FOOTWAY/ CYCLEWAY

PERMEABLE PAVING CONSTRUCTION
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PROPOSED 4000mm
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PARAPET HEIGHT 1800mm MIN
ABOVE SURFACE LEVEL FOR
EQUESTRIAN USE

ADDITIONAL PARAPET TO BE
ADDED TO EXISTING PARAPET
FOR EQUESTRIAN USE

ADDITIONAL PARAPET TO BE
ADDED TO EXISTING PARAPET

FOR EQUESTRIAN USE

DETAIL 1: TRAILFLEX POROUS
PAVING OVER DISUSED RAILWAY

CONSTRUCTION DETAILS
1:20

SURFACE COURSE 50mm THICK:
TRAILFLEXTM POROUS PAVING COMPRISING RESIN
BOUND AGGREGATES AND RECYCLED MATERIAL.
SUB-BASE COURSE MIN. 100mm THICK:
MINIMUM 100mm OF TYPE 3 GRANULAR SUB-BASE.
ADDITIONAL BUILDUP TO 50mm BELOW PROPOSED
SURFACE LEVELS WHERE REQUIRED FOR FINISHED
SURFACE LEVELS. MATERIAL TO CONFORM TO BS
EN 13285 AND  SHW CLAUSE 801 AND 803. COURSE
LAID AND COMPACTED TO SHW CLAUSE 802.

EXISTING RAILWAY BALLAST:

GEOTEXTILE:
PERMEABLE NON-WOVEN GEOTEXTILE AS PER
TERRAM T1000 OR SIMILAR APPROVED BETWEEN
TYPE 3 AND EXISTING RAILWAY BALLAST LAYERS.
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NOTES:
1. DO NOT SCALE FROM DRAWING, USE FIGURED
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